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An Evaluation of Sources of Erosion in Hall Thrusters
John T. Yim∗, Michael Keidar†, and Iain D. Boyd‡
University of Michigan, Ann Arbor, MI 48109
As missions involving Hall thrusters become more extended and further reaching, life-
time issues arise in which the thrusters begin to need to have lifespans of 10000 hours and
upwards. The main limiting factor and failure mode of stationary plasma thrusters (SPT)
is the erosion of the acceleration channel walls. The walls erode from a sputtering process
caused by ions impacting the surfaces. This work investigates two sources of the ion flux
to the walls causing erosion. In a previous study, scattering collisions were examined to
observe their contribution in deflecting ions to the walls. Here we use a more sophisticated
hydrodynamic model of the plasma to determine the ion flux to the walls as caused by the
plasma dynamics as well as including near-wall interactions. Both models provide results
that match well with experimental data. However, the scattering collisions model makes
a number of debatable assumptions. The hydrodynamic model shows that the near-wall
effects have a significant role in the erosion process.
Nomenclature
B Magnetic field, T
E Electric field, V/m
T Temperature, K
V Velocity, m/s
e Elementary charge, C
g Relative velocity, m/s
j Current density, A/m2
k Boltzmann constant, J/K
m Particle mass, kg
n Number density, m−3
s Secondary electron emission coefficient
α Random number (between 0 and 1)
β Ionization rate, m3/s
λ Mean free path, m
ν Collision frequency, s−1
φ Potential, V
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I. Introduction
Hall thrusters, like other forms of electric propulsion, provide an efficient means of space propulsion.However, the high specific impulse comes at a cost of reduced thrust. Transit time of spacecraft using
these devices is thus increased in comparison to chemical propulsion systems, as is the duration of opera-
tion for these devices. As the mission envelope is expanded for Hall thrusters beyond Earth orbit, higher
power, higher specific impulse, higher efficiency, and longer lifetimes are desired.1 Experimental validation of
thruster lifetimes requires much time and high cost. An accurate computational simulation of Hall thruster
erosion would provide an efficient and effective tool to aid in the design and validation process alongside
experimental means.
The main life-limiting factor for a stationary plasma thruster (SPT)-type Hall thruster is the erosion of
the acceleration channel walls.2 This erosion by sputtering of wall material is caused by ions impinging onto
the discharge chamber surfaces. There have been several previous attempts at establishing a model for the
erosion of the Hall thruster channel walls.2–5 However, they are mostly semi-empirical in nature. The next
step is to develop a more physics-based approach to erosion modeling.
In previous work, a time-dependent erosion model was developed based on ion scattering collisions within
the thruster.6 This work hypothesized that the sputtering of the wall material is caused mainly by ions
scattered from the main plasma flow to the walls. The reasoning behind this is derived from the measured
profile of the erosion rate versus time obtained for the SPT-100 thruster, shown in Fig. 1.7 As can be seen,
the erosion rate drops relatively rapidly early on, but then tapers off later. Possible explanations for these
trends have ranged from a two-mechanism erosion process to a logarithmic dependence.3,5




















Experiment (Absalamov et. al.)
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Figure 1. The experimentally measured total volumetric erosion rate as a function of thruster operation time.
A physical process behind a logarithmic profile could be explained by scattering collisions. As the walls
erode away, the distance for an ion to reach the surface increases. Then the probability that an ion reaches
the walls before being scattered again is reduced. From kinetic theory, the number of ions reaching the walls
traveling through the eroded distance, l, is given by
n = n0 exp (−l/λ) (1)
which provides a logarithmic influence on the erosion rate profile over time. This model, however, in spite of
matching relatively well with experimental results, makes several assumptions that can be improved upon.
Thus there is the motivation to develop a model that incorporates more of the physics of the plasma flow
while providing usable erosion estimates and predictions.
The scattering collisions model and a hydrodynamic model are described in more detail in the following
section. The sputtering model used in determining the erosion rates is also described in the next section.
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The results of the two models determining the ion flux are then shown and compared to each other. Finally,
conclusions and suggestions for future work are discussed in the final section.
II. Models
The erosion rates along the thruster channel walls are calculated by determining the ion flux to the
walls and the subsequent sputtering that occurs. The sputtering model is the same for both the scattering
collisions model as well as the hydrodynamic model. The primary difference between the two models lies in
how the ion fluxes and impingement characteristics at the walls are calculated.
A. Ion flux models
1. Scattering collisions
For the scattering collisions model, a one-dimensional formulation is employed. Through a simplification
of the electron momentum equation, the axial electric field is assumed to be proportional to the radial
magnetic field strength. This assumes the electron drift velocity is independent of the magnetic field, which
is debatable. From the derived electric field along with conservation of mass, profiles of the average ion
velocity and number density along the channel length can be calculated.
Kinetic theory is then applied to obtain the collision properties. A cross section measured for xenon
collisions between singly charged ions and neutral atoms is used.8 Using the cross section, the collision rate
can be calculated from
Zia = nna 〈σiag〉 (2)
From the collision rate, the ion flux diverted from the main flow to the walls is found. This ion flux is
adjusted by the secondary scattering away from the walls through Eq.(1).
An isotropic scattering process is assumed and the post-collision velocity vector components can then be
subsequently found. The axial and radial components are randomly determined through
V ∗z = Vcmz +
ma
mi + ma
|g| · α1 (3)
V ∗r = Vcmr +
ma
mi + ma
|g| · √1− α1 · cos (α2 · 2π) (4)
The post-collision values are used only to calculate the incident angles with which the ions impact the walls.
The energies of the post-scattered ions are approximated by the pre-collision energies. This approach is used
to incorporate the fact that the ions undergo further electrostatic acceleration while traveling to the wall.
The axial location of the ion collisions with the walls is assumed to be the same location as they scattered
in.
The wall impact parameters are then used in the sputtering model to determine the erosion rates along
the wall at a particular time. The wall is eroded away accordingly for each time-step and the geometry
updated. Then new values for each of the properties are calculated to determine the new erosion rates.
More complete details for this model are provided by Manzella et al.6
2. Hydrodynamic
The bulk of the hydrodynamic model is based on the work by Keidar et al. where the ion mass and
momentum conservation equations in an axially symmetric framework are solved iteratively to reach a
steady-state solution.9
∇ · (nVi) = βnna (5)
nmi (Vi∇)Vi = enE− βnminaVa (6)
Here the source term in the continuity equation is from ionization of the neutrals. In the momentum equation,
the ions are considered to be unmagnetized and cold. These are reasonable assumptions since the ion gyro
radius is much greater than the channel length and the ion temperature is negligible compared to the electron
temperature.10 Neutrals are considered to be in a one-dimensional flow with a steady velocity. The neutral
number density is calculated from a mass conservation equation similar to Eq.(5).
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In addition to the ion equations, the electron momentum and energy equations are solved. The momentum
equation is solved both along and across the magnetic field. The electron system is assumed to be non-inertial.
0 = −en (E + V ×B)−∇ (nkTe)− nmeνeffVe (7)
The effective electron collision frequency, νeff , is modeled as a combination of the collisions of electrons with
ions, neutrals, the walls, as well as including anomalous transport, or Bohm diffusion. For this model, only
the radial component of the magnetic field is considered and the electron temperature is assumed to be
constant along the magnetic field lines. From these assumptions, a thermalized potential can be used to
simplify the calculation of the electric field.
φ− kTe
e
ln n = const (8)





= Qjoule −Qion −Qwall (9)
where Qjoule is the heat addition due to Joule heating, Qion is the energy lost due to ionization, and Qwall
is the energy lost to the walls.
The plasma-wall interaction within Hall thrusters is an area that is still not perfectly understood and
is under investigation.11,12 The hydrodynamic model presented here incorporates the effects of the plasma
sheath into the calculations. The lateral boundaries of the computational domain are considered to be at
the sheath-presheath interface, and the appropriate boundary conditions are applied. Instead of assuming
the Bohm condition at the sheath edge, a smooth presheath-sheath patching technique is applied where the
radial velocity at the sheath entrance and electric field are determined as a part of the solution.13–15 Thus
in the calculation of the electron wall losses9
Qwall = νwallnkTe (2 + (1− s) ln φs) (10)







where Vs is the ion radial velocity at the entrance of the sheath, which is not necessarily the Bohm velocity.
The effects of secondary electron emission are also included, as seen in the equations above. The secondary
electron emission coefficient, s, is chosen to vary with the electron temperature linearly as presented by
Dunaevsky et al. for boron nitride.16
s ≈ 0.54 + (1− 0.54)Te(eV)
40
(12)
It should be mentioned that Eq.(11) is valid before the charge-saturation regime is reached. This occurs
when the secondary electron emission coefficient is below a critical value17




= 0.983 (for Xe) (13)
From the calculation of the properties at the sheath-presheath interface, the ion flux to the walls is
determined. Since the wall will have a negative potential with respect to the bulk plasma as long as the
secondary electron emission coefficient is below unity, the ions will also experience acceleration across the
sheath with an energy on the order of the electron temperature. This effect is included in the determination
of the impact parameters that are used in the sputtering model. The ions are considered to impact the walls
as a monoenergetic stream since it is assumed that they are cold.
The hydrodynamic code is run iteratively on a regular structured mesh until it converges to a steady
state solution. It is realized that a true steady state condition is never reached in Hall thrusters due to
the presence of many low and high frequency oscillatory effects in the plasma.18 However, since the erosion
process is much slower than the time scale of these oscillations, obtaining a solution which represents the
average properties is sufficient for use in determining the sputtering and erosion. Due to the nature of the
regular structured mesh this model uses, however, it is difficult to incorporate the changing geometry of the
thruster as it erodes away. Thus, only the beginning-of-life (BOL) erosion properties are evaluated with this
model for now. Future work will include the geometry changes and their effect on the erosion rate over time.
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B. Sputtering model
Experiments and simulations show that sputtering is a function of four main parameters: wall material, ion
species, and the incident angle and energy of the impinging ion.4,19–22 For our purposes here, we use the
data obtained for xenon ions bombarding boron nitride.19 Curve fits applied to the sputtering dependence on
both incident angle and energy are shown in Figs. 2 and 3. The angular sputtering dependence is normalized
so that when multiplied by the energy dependence, the sputter yield based on both incident angle and energy
is obtained. It should be noted that low energy (< 100 eV) sputter data is scarce and difficult to obtain
for insulators such as boron nitride. However, this region is of importance for applications of Hall thruster
wall material sputtering since ion energies will typically be less than that of the discharge voltage of the
thruster, which in this case is 300 V. For the results here, we have assumed a 50 eV threshold for sputtering
and applied a logarithmic fit to the energy dependence data.
























Experiment (Garnier et. al.)
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Figure 2. The normalized angular dependence of the sputter yield.























Experiment (Garnier et. al.)
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Figure 3. The energy dependence of the sputter yield at normal incidence
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III. Results
For both of the models, the same SPT-100 thruster geometry and operating conditions are used as shown
in Table 1. The same profile of the radial magnetic field strength is also used for both models. For the
hydrodynamic model, a mesh of 2400 by 314 cells is used for 20 iterations. The total run time for the
hydrodynamic model is on the order of a minute, comparable to that of the scattering collisions model. The
profiles of the plasma potential for both of the models are shown in Fig. 4. The hydrodynamic model shows
a greater drop within the channel by more than 100 V over the scattering collisions model. This discrepancy
stems from the way the electric field is calculated in the two models. The scattering collisions model bases
the electric field strength as proportional to the magnetic field whereas the hydrodynamic model calculates it
from the electron momentum equation. A contour plot of the plasma density within the channel calculated
by the hydrodynamic model is shown in Fig. 5. In comparison, the number density of ions as modeled
by the one dimensional scattering collisions model monotonically decreases from a peak value of around
2.4×1018 m−3 near the anode.6 Figure 6 displays the electron temperature along the channel obtained from
the hydrodynamic model. The shape of the profile, where the peak temperature is at the exit, is due to the
fact that the magnetic field profile used in this model also has its peak at the exit. The scattering collisions
model does not make use of the electron temperature.
Parameter Value
outer diameter: 0.1000 m
inner diameter: 0.0686 m
channel length: 0.024 m
mass flow rate: 4.9× 10−6 kg/s
discharge voltage: 300 V
discharge current: 4.5 A
Table 1. Thruster operating conditions
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Figure 4. Potential profiles within the thruster.
6 of 11
American Institute of Aeronautics and Astronautics
Figure 5. The plasma density (m−3) within the thruster calculated by the hydrodynamic model.
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Figure 6. The electron temperature along the channel calculated by the hydrodynamic model.
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As mentioned earlier, the results from the scattering collisions model match surprisingly well with the
experimentally measured data. Figure 7 shows sample erosion profiles after specified hours of operation.
The lines show the erosion profiles found by the scattering collisions model while the points represent the
experimental data. These results were only obtained, however, after increasing the neutral atom number
density by a factor of two.
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Figure 7. Erosion profiles along the outer and inner walls calculated by the scattering collisions model along
with experimental measurements.
Since the hydrodynamic model currently is not able to adapt to changing geometries as the thruster
erodes away, only BOL data is calculated. Instead of showing the erosion profiles, the erosion rate profiles
along the outer wall of the channel are shown in Fig. 8. The inner wall erosion rate profiles are similar,
though they are a little lower. Erosion distances cannot be directly obtained from this data; extrapolation
from the initial profile is difficult at the BOL conditions since the erosion rate is the highest at this point as
well as having the steepest gradient.
The sensitivity of the results to the acceleration across the sheath is explored. As stated earlier, the ions
experience an acceleration across the sheath due to the potential drop. The potential drop as described by
Eq.(11) is used. Potential drops of 1/2 Te, Te, and 2 Te are also evaluated since the space charge saturation
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Figure 8. The profiles of the erosion rate along the outer wall as calculated by the hydrodynamic model.
limit may be reached where the voltage drop would deviate from Eq.(11). These values aid in displaying the
trends of the effect the potential drop has on the erosion rates. As expected, the increase in the potential
drop results in increased erosion rates since the ions are striking the wall surfaces with a greater energy.
One main qualitative difference between the two models seen here is the location where erosion begins.
Whereas experimental data and the scattering collisions model show erosion does not occur upstream of 10
mm from the thruster exit, the hydrodynamic model shows erosion beginning more than 11 mm from the
exit plane. The one millimeter difference can be explained by the potential profiles shown in Fig. 4. The
hydrodynamic modeled potential drops 50 V, the sputtering threshold value, about a millimeter upstream
of where the scattering collisions model calculates it. The other upstream values stem directly from the fact
that the modeled sheath potential drops are higher, thus pushing the ion impact energies past the threshold
value earlier.
For a more direct comparison between the two models, the total volumetric erosion rate, as summed
over the entire channel, is plotted in Fig. 9. Here the logarithmic dependence of the erosion rate over
time is clearly shown by the scattering collisions model. The experimental data is represented fairly well
by the logarithmic decrease. Since the acceleration across the sheath directly influences the ion impact
configurations, the results show some variance in the total erosion rate as seen in Fig. 9 based on the sheath
potential drop. The results are both higher and lower than the BOL total volumetric erosion rate suggested
by the experimental results, but overall are within the same order of magnitude. Again, at this stage the
hydrodynamic model only provides results at the BOL conditions.
IV. Conclusion
In this study, two different approaches (the scattering and hydrodynamic models) were employed to model
ion flux to the walls of a Hall thruster. Combining these models with a sputtering model allowed calculation
of wall erosion rates. Even though the scattering model provides fairly accurate results in comparison to
the experimental data, there is room for improvement particularly in reducing the number of assumptions
needed to achieve those results. These assumptions include independence of the electron drift velocity on
the magnetic field, ions impacting the walls in the same axial location they were scattered in, and a doubling
of the neutral number density. An axisymmetric hydrodynamic model was used to more accurately depict
the nature of the plasma flow within the acceleration channel of a Hall thruster. In addition to implicitly
including some of the effects of particle kinetics, the hydrodynamic model is based on the natural ion flux
to the walls that are not the direct result of particle collisions.
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Figure 9. The total erosion rate
Plasma-wall dynamics were included. The scattering collisions model basically ignores plasma-wall effects.
With the hydrodynamic model, the plasma-sheath boundary was used to determine the ion flux to the walls.
The acceleration of ions across the sheath was also included. The sensitivity of the results to the sheath
potential drop was quite large. However, the results, at BOL at least, are promising as they were located
within an order of magnitude of what the experimental data suggest.
The next step is to adjust the hydrodynamic code such that it can handle changing geometries and
determine the erosion rates over time as the channel walls degrade. This will probably require using an
unstructured adaptive mesh rather than the regular structured mesh currently used. Hopefully when the
hydrodynamic model is further developed, it can provide more insight into the processes that contribute to
the profile of the erosion rate over time. It might be due to purely geometrical reasons, or it might involve
more complicated processes in the near-wall region. As the channel erodes away, the wall angles will change
and perhaps that of the main plasma flow as well, the densities will be affected, and the boundary conditions
will have to adjust among other effects. Ultimately, it is hoped that further knowledge of the factors which
contribute to erosion can be used to aid the design and development of future thrusters to reduce erosion
and increase lifetimes.
Of course, there are other factors to be considered as development of the hydrodynamic code continues.
The effects of multiply charged ions are ignored for now, though they will affect the erosion rates due to
their higher energies even though their fractions are low. The electron energy balance can be improved
by investigating additional terms such as thermal conduction. The near-wall processes are still not well
understood and deserve further consideration; sheath conditions and near-wall conductivity are a few areas
that can be continued to work on. Curvature of the magnetic fields also will affect the plasma flow, especially
in the areas near the walls where the curvature is generally more pronounced. The sputtering model must
also be improved, especially in the low-energy regions. There is also speculation on the roughness of the
surface, which would affect the angular dependence significantly. In spite of the many areas listed here that
require future work, the results given in this paper from the hydrodynamic plasma model show that the ion
flux to the walls causing erosion can be adequately described by the natural plasma dynamics within the
thruster channel without using overly reaching assumptions.
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